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Project By Date
For ordering purposes, please specify (example: L-021—12V―5W-NFL―HS1―GS2BC—STEM-16)

Fixture Accessory(ies)
L-021

Voltage Lamp

14.4"
 [36.6cm]

Ø2.4" [6.0cm]

6.8"
 [17.3cm]

7.8"
 [19.8cm]

Ø4.2" [10.5cm]
IP 66
10 year fixture warranty
3 year warranty for MR16 lamps

Weight (12V): 3.3 lbs / 1.5 kg
120/230V & MH: 3.9 lbs / 1.8 kg

Finish: Unfinished is standard; no specification required.  The fixture will weather 
to a natural patina.  The patina process is natural with brass and copper.  Rate of 
patina and eventual color is dependent upon climate and proximity to the ocean.  
Thus, Beachside does not guarantee any specific appearance.

All brass components, 0.140” [3.6 mm] brass housing.

The L-021 is a small, contemporary brass bollard ideal for higher-traffic 
applications as an alternative to path light fixtures with shades.

Construction

Lens Tempered, frosted glass

__ HS1 Half shield for 180° illuminationOptical
Accessory

Mounting
Accessories

L-021-GS only
__ GS2
__ GS2BC

__ GS3R

__ GS4
__ JB
STEMS:

__ STEM-8
__ STEM-12
__ STEM-16
__ STEM-20
__ STEM-24

Heavy-duty Ground Spike
Heavy-duty Ground Spike with cast Brass 
Cap
Heavy-duty ground spike with brass cap for 
telescoping STEM
Medium-duty Ground Spike
Cast brass Junction Box
1/2” brass pipe riser (top illustration, required 
for GS3R).  No Stem is standard and does 
not need to be specified (shown in bottom 
illustrations)
8” [20cm]
12” [30cm]
16” [40cm]
20” [51cm]
24” [61cm]

L-021
L-021-GS

GU5.3  •  MR16 LED  •  Remote transformer required

__ 5W-NFL
__ 7W-NFL
__ 8W-NFL

5 Watt Warm White (3000K)
7 Watt Warm White (3000K)
8 Watt Warm White (3000K)

__ 5W-A-NFL 5 Watt AMBER (1500K)Cree chipset
12V Lamps

120V Lamps

__ 8W-NFL 8 Watt Warm White (3000K)

GU10  •  MR16 LED
__ 5W-A-NFL 5 Watt AMBER (1500K)Cree chipset

Standard model with brass base for concrete installation
Model to adapt to standard ground spike with 1/2” threads or for 
optional stem mounting.

Soraa chipset

Cree chipset
Lumiled chipset
Soraa chipset

L-021

L-021-GS

L-021-GS
ON 8in. STEM


